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U.S. CUSTOMS AND BORDER PROTECTION

LABORATORY METHODS
CBPL METHOD 64-04

NHM 012

Footwear—Determination of the Percent Area of the

External Constituent Materials of the Upper by Area Weight
SAFETY STATEMENT
This CBPL Method cannot fully address safety issues that may arise from its use.  The analyst is responsible for assessing potential safety issues associated with a given method at its point of use.

Before using this method, the analyst will consider all general laboratory safety precautions.  In particular, the analyst will identify and implement suitable health and safety measures and will comply with all pertinent regulations.
METHOD UNCERTAINTY

The uncertainty of measurement for this method is specific to each laboratory.
0.

SCOPE AND FIELD OF



APPLICATION
This NAFTA Harmonized Method (NHM) specifies two procedures for determining the external surface area of the constituent materials of footwear uppers.  One procedure involves tracing the patterns of the constituent materials of the upper onto paper.  The other procedure entails photocopying to paper the upper or parts of the upper.  In each case, the weight of the paper patterns can be equated to the area percent of the constituent materials of the upper.  This method is applicable to the analysis of articles classified in Chapter 64 of the Harmonized Tariff Schedule of the United States (HTSUS).
1.
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NHM 012.  “Footwear—Determination of the Percent Area of the External Constituent Materials of the Upper by Area Weight.”
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